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STEP 4

Applying adhesive
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	• �For most wood floors PALLMANN P5, P4 or P9 should be applied with a B11 notch trowel at a rate of  
approximately 1 kg per square metre.

	• �For wood floors thinner than 10 mm the PALLMANN adhesive should be applied with a B3 notch.

	• �For “engineered” wood floors PALLMANN P4 should be applied with a B11 notch.
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Install wood floor to manufacturers’ instruction
For exotic wood floors, underfloor heating or floating installations please contact
Technical support for system changes. E-mail pallmann.uk@uzin-utz.com or call +44 7825 382174.

12

STEP 5
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Wood flooring is a genuinely skilled trade which  
requires craftsmanship and expertise in order to  
achieve a beautifully finished wood floor. We believe  
that manufacturers should also take full responsibility  
for their systems. We are so confident of our products  
performance that we are prepared to underwrite the work  
that our PALLMANN Profi contractors do with our systems  
for 24 months*. PALLMANN Profi contractors have to attend 

regular formal training at our UK training school and  
demonstrate that they are fully competent in 6 key areas:

	• 5 steps to subfloor preparation for wood floors

	• 5 steps to sanding wood floors

	• 5 steps to lacquering a wood floor

	• �5 steps to maintaining a newly lacquered floor

	• 5 steps to “magic oiling” a wood floor

	• 5 steps for the aftercare of oiled wood floors

*�In order to provide the warranty PALLMANN Profi contractors must use PALLMANN  
and UZIN products, adhere to strict ‘5 steps’ guidelines and keep records of site  
conditions for 24 months PALLMANN guarantee form must be completed.



PALLMANN provide a range of premium quality products to ensure the installation and finish of your wood 
floor is of the highest standard. At PALLMANN you will find us working really hard to phase out solvent-based 
products, replacing them with lower solvent, water-based products. PALLMANN’s water based products are 
safer and less harmful than traditional solvent-based products, which can damage your health and have a  
very strong odour.

	• �Most products in our range are now water-based, which have low solvent (VOC) content and subtle odour.

	• �Some of our products have no solvent whatsoever and rely on new technology to help shorten drying times.

	• �We continue to work hard and invest significantly in developing EC1 (very low solvent) compliant products.

”EMICODE” is the emission label of a German  
building materials association (GEV). ”EC 1”  
marks very low emission installation materials  
(the highest possible classification in this system) 
(www.emicode.de).

The ”Blue Angel”, awarded by the German ”Federal 
Environmental Agency” is the best known and most 
traditional German environmental label.
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PALLMANN GmbH | A company of Uzin Utz Group
Im Kreuz 6 | 97076 Würzburg 
Germany  
Telephone	 +49 931 27964-0 
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