AREA OF APPLICATION:

For use with the wood floor sanding machine PALLMANN
SPIDER.

SUITABLE FOR:

» solid and multilayer wood floor (engineered boards)

» oiled or untreated wood floors

Requirements of the wood floor:

Wear layer thickness: At least 3.5 mm (unstructured wood
floor), at least 4 mm (already structured wood floor).
Suitable types of wood for example: oak, ash, douglas fir,
larch, spruce, pine or ringporer or softwoods.

Suitable wood flooring types: mosaic parquet, lamparquet,
strip parquet, multi-layer parquet (dimension approx. 70 mm
x 500 mm).

Laying pattern: cube, bandage, parallel, herringbone.

PRODUCT BENEFITS / PROPERTIES:

» long service life of the brushes

> high efficiency

» numerous design options

» perfect processing of textured surfaces with the nylon
brushes

Scope of delivery:

3 x PALLMANN stainless steel brushes, 3 x

PALLMANN nylon brushes grit 46 and grit 60, 1 x work

gloves, 1 x PALLMANN SPIDER brush ring 25 mm, incl. 1 x

Tanos transport case
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The above information is based on our experience and careful investigations. The variety of associated materials and different construction and working conditions cannot be
individually checked or influenced by us. The quality of your work depends, therefore, on your own professional judgement and product usage. If in doubt, conduct a small test

or obtain technical advice. Observe the installation recommendations of the covering manufacturer. The publication of this Product Data Sheet invalidates all previous product
information. The respective updated version of this datasheet can be found on our homepage under www.pallmann.net | 07/2026
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