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PRODUKTBESCHREIBUNG:
Colored concentrate of liquid oils and pigments for addition 
as third component in PALL-X 333. The combination of 
PALL-X 333 and PALL-X 333 C COLOR CONCENTRATE 
results in PALL-X 333 COLOR and is suitable for priming and 
simultaneous coloring of many common European woods, 
especially oak, ash, pine. The surface designed in this way 
can be reworked with PALL-X 96 POWER, the 2-component 
wood floor lacquers PALL-X 98 and PALL-X ZERO 2K, as 
well as with the 2-component wood floor oil MAGIC OIL 2K 
ORIGINAL.

APPLICATIONS:
Combination of liquid oils and pigments in combination with 
PALL-X 333, suitable for enhacing and at the same time 
colouring standard European hard wood floors (especially 
oak, ash and pine) before application of PALL-X 96 POWER, 
PALL-X 98, PALL-X ZERO 2K, as well as MAGIC OIL 2K 
ORIGINAL.
Use the concentrate only in combination with PALL-X 333!

SUITABLE FOR USE ON:

PRODUCT BENEFITS/FEATURES:

PREPARATION:
The user is required to create a sample area identical to 
construction and work routine ( including oil or lacquer) on 
the wood floor that will be performed to the customer. This is 
to get the customers approval regarding color and 
appearance.

sanded wood flooring with filled jointsu

use on wood floors installed over warm water underfloor 
heating systems

u

emphasizes the color and structure of the woodu

EMICODE EC 1 / Very low emissionu

TECHNICAL SPECIFICATIONS:
Packaging: plastic container
Packsize: 0,2 l
Shelf life: at least 24 months
Colour: 24 colors
Mixing ratio: 4 : 1 : 1 with PALL-X 333
Consumption per coat: approx. 25 - 50 ml/m²

Verarbeitungsklima between 18 – 25 °C and 
35 – 65 % relative humidity

Pot life: approx. 1 hour*

Further applications:

in principle after approx. 
24 hours* with PALL-X 96 
POWER, PALL-X 98, 
PALL-X ZERO 2K or 
MAGIC OIL 2K ORIGINAL.

*At 20 °C and 50 % rel. humidity
Consumption and drying time can vary according to the absorbency and condition of the surface of 
the wood or parquet to be impregnated.

Solvent-free color concentrate for coloring wood floors in combination with PALL-X 333

Product Datasheet

PALL-X 333 C COLOR 
CONCENTRATE
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IMPORTANT NOTES:
Sanding dust of oxygen-drying systems are inflammatory - 
fire risk! After conclusion of sanding works the resulted 
sanding dust must be soaked with water and be disposed 
into closely locked air tight, fire proof containers!
Contact of the product with pads or textile materials 
produces a risk of spontaneous combustion. Therefore, 
soak any cloths, pads, etc. with water and keep / dispose in 
tightly sealed air tight, fire proof containers.

IMPORTANT NOTES:

PROTECTION OF THE WORKPLACE AND ENVIRONMENT:
Solvent-free. Non-flammable but risk of spontaneous 
combustion (see ”Important Note” below). Use of barrier 
cream and ventilation of the work area are recommended.
 
 

 

DISPOSAL:
Where possible, collect product residues and re-use. Do not 
allow dispersal into drains, sewers or ground. Empty, 
scraped and drip-free containers are recyclable. Containers 
with liquid residue, as well as the liquid product, are classed 
as Special Waste. Dried product residues are classed as 
Construction Waste.

Optimum temperature is 18 to 25 °C and relative 
humidity between 35 % and 65 %. Low temperatures 
and high humidity will extend the drying time. High 
temperatures and low humidity will shorten the drying 
time.

u

Many exotic woods such as Teak, Ipe Lapacho, smoked 
Oak or Wenge as well as softwoods contain ingredients 
(e.g. so-called inhibitors, resins or mineral storages) 
which can lead to significant drying delays, wetting 
disturbances or colour changes. Due to the variety and 
different qualities of these woods, the species should be 
established and testing carried out before coating.

u

Shelf life minimum 24 months in original packaging 
when stored in dry conditions. Protect from freezing and 
do not expose to temperatures over 40 °C.

u

After adding the hardener do not  re seal the container 
to avoid the risk of excessive expansion of mixed 
product.

u

For boards that have visible joints or/and are bevelled, 
we
recommend to obtain technical advice.

u

The consumption on end grain wood can increase 
significantly (approx. 140 ml/m²). Where end grain is to 
be coated you should work with roller application and 
the drying time should be 72 hours before over-coating.

u

For structured wood floors, apply/trowel up the oil at 
points and immediately spread it thinly and evenly with 
the PALLMANN CLEANING PAD BEIGE. Remove 
excess oil with the PALLMANN CLEANING PAD 
WHITE. All excess oil has to be removed from the 
surface.

u

For larger areas and to avoid differences in sheen level, 
we recommend that all containers and colour 
concentrates are first poured into one container and 
then mixed with the hardener component in adjusted 
quantities.

u

Coloured, oiled wood floor surfaces are unique. Slight 
colour irregularities are acceptable and often 
unavoidable.

u

Some yellowing of the timber may occur (dark 
yellowing).

u

The following standards and notices are applicable and 
especially recommended: DIN 18356 "Working with 
parquet and woodblocks", DIN 18365 ”Working with floor 
coverings”.

u
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The above information is based on our experience and careful investigations. The variety of associated materials and different construction and working conditions cannot be 
individually checked or influenced by us. The quality of your work depends, therefore, on your own professional judgement and product usage. If in doubt, conduct a small test 
or obtain technical advice. Observe the installation recommendations of the covering manufacturer. The publication of this Product Data Sheet invalidates all previous product 
information. The respective updated version of this datasheet can be found on our homepage under www.pallmann.net | 07/2026
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